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SUPA-TIES 
NYLON CABLE TIES 

 

TECHNICAL INFORMATION 

• Nylon 66 material; Made from U.S.A high quality virgin resins 

• Good resistance to oils, greases, oil derivatives, chloride solvents  

• Limited resistance to acids 

• No resistance to phenols 

• Operation temperature of -40°C to +85°C 

• Minimum installation temperature of -10°C 

• Maximum short-term sustainable temperature of +110°C 

• Flammability of raw material complies with UL94 – V2 

• Available in black (UV resistant) and natural 

• RoHS compliant (Restriction of Hazardous Substances) 

• Reach compliant (Registration, Evaluation, Authorisation & Restriction of Chemicals) 

 

 

PROPER STORAGE & HANDLING 

To ensure that cable ties remain effective, it is recommended that they are stored correctly in 

accordance with the manufacturer’s directions. 

Always store your cable ties in the supplied and sealed polyethylene bag, keep out of direct sunlight 

and away from any other heat source. The optimum storage temperature is between 15°C and 25°C 

with a relative humidity of 50% or greater. 

 

 

 

 

 

 

 



PRODUCT INFORMATION & SPECIFICATIONS 

Series 
PPC 

Code 

Width 

(mm) 

Length 

(mm) 

Pack 

Quantity 

Material 

Colour 

Min. 

Tensile 

Strength 

(kgF) 

Min. 

Bundle 

Diameter 

(mm) 

Max. 

Bundle 

Diameter 

(mm) 

M CT0001 2.50 100 100 Black 8.16 3.00 20.50 

M CT0018 2.50 150 100 Black 8.16 3.00 36.50 

M CT0019 2.50 200 100 Black 8.16 3.00 52.50 

I CT0002 3.60 150 100 Black 18.35 3.50 36.00 

H CT0003 4.80 200 100 Black 23.45 3.50 49.50 

H CT0020 4.80 200 100 Natural 23.45 3.50 49.50 

H CT0021 4.80 250 100 Black 23.45 3.50 65.00 

H CT0022 4.80 280 100 Black 23.45 3.50 74.80 

H CT0004 4.80 300 100 Black 23.45 3.50 81.00 

H CT0023 4.80 300 100 Natural 23.45 3.50 81.00 

H CT0024 4.80 350 100 Black 23.45 3.50 97.00 

H CT0005 4.80 370 100 Black 23.45 3.50 103.50 

H CT0025 4.80 370 100 Natural 23.45 3.50 103.50 

H CT0026 4.80 400 100 Black 23.45 3.50 113.00 

H CT0006 4.80 450 100 Black 23.45 3.50 129.00 

H CT0007 4.80 920 100 Black 23.45 3.50 278.00 

HD CT0027 7.60 300 100 Black 55.06 8.50 82.80 

HD CT0008 7.60 370 100 Black 55.06 8.50 103.50 

HD CT0009 7.60 450 100 Black 55.06 8.50 130.50 

HD CT0028 7.60 500 100 Black 55.06 8.50 146.50 

HD CT0010 7.60 550 100 Black 55.06 8.50 162.50 

EHD CT0029 8.80 710 100 Black 55.06 8.50 195.00 

EHD CT0030 8.80 810 100 Black 55.06 8.50 245.00 

EHD CT0011 9.00 920 100 Black 81.58 8.50 280.00 

EHD CT0031 9.00 1,020 100 Black 81.58 8.50 295.00 

EHD CT0012 9.00 1,168 100 Black 81.58 8.50 340.00 

EHD CT0013 9.00 1,220 100 Black 81.58 8.50 375.50 

EHD CT0014 9.00 1,530 100 Black 81.58 8.50 450.00 

 


